
Durability and Diesel-like Power in 
a Compact, Cost-Effective Package

Gasoline  
Industrial Combo Unit

PG2040RS 

Nothing Compares to GenAer

The PG2040RS is the industry’s first 

industrial, gasoline-powered generator, air 

compressor combination unit. It provides 

comparable power and durability to a 

diesel-powered unit. 

�Modular design to fit easily within 

smaller rigs, vans or trailers

�Enclosed package for quiet operation

Low speed industrial engine

genaer.com

Why choose the PG2040RS

13,000-18,000 hours of service life

Up to 50% greater fuel efficiency than comparable gas-powered systems

Weighs less than 1,600 pounds 

Small footprint at 50”L x 35”W x 72”H

Removable fuel and air tank module can reduce height from 72” to 56”

20KW continuous power output

40CFM of compressed air output



The PG2040RS features components from Mitsubishi and Linz, chosen for their superior quality and reliability. 

*Based on the U.S. average gas price of $3 per gallon and diesel price of $3.5 per gallon. Operating 8 hrs/day for 5 days/week.
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Gasoline  
Industrial Combo Unit

Nothing Compares to GenAer

Fuel Consumption
@10 kWe 
+40 CFM

Monthly  
Cost

Yearly  
Cost

@20 kWe 
+40 CFM

Monthly  
Cost

Yearly  
Cost

Diesel generator air 
compressor combo unit

1.6 gph ~ $896 ~ $11,648 2.2 gph ~ $1,232 ~ $16,016

PG2040RS gas generator air 
compressor combo unit

1.8 gph ~ $864 ~ $11,232 2.8 gph ~ $1,344 ~ $17,472

Typical portable gas generator 
with V-Twin engine + gas 
powered 40 CFM air compressor

3.4 - 
3.6 gph

 ~ $1,632 - 
$1,728

~ $21,216 
- 22,464

4.6 - 
4.8 gph

~ $2,208 - 
$2,304

~$28,704 - 
$29,952

Spin-on filters for easy service 

Forklift lifting pockets and hooks

Low speed rotary screw air compressor

2000hr 1-year compressor service interval

High compressor temperature shutdown

14-gallon integrated air tank

2.4L 4-cylinder, liquid cooled Mitsubishi engine

Low engine oil pressure shutdown

High engine temperature shutdown

Dedicated single or 3 phase copper wound generator

Electronic control panel

22-gallon integrated poly fuel tank

Powder coated steel base frame


